
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 88 - 153
NPDES PERMIT NO. CA0037699

WASTE DISCHARGE REQUIREMENTS FOR:

VALLEJO SANITATION AND FLOOD CONTROL DISTRICT,
SOLANO COUNTY

The California Regional Water Quality Control Board,
San Francisco Bay Region (hereinafter Board), finds that:

1. The Vallejo Sanitation and Flood Control District
(hereinafter Discharger), submitted a report of waste
discharge dated February 23, 1988, for reissuance of waste
discharge requirements and a permit to discharge under the
National Pollutant Discharge Elimination System (NPDES).

2. The Discharger presently discharges an annual average flow
of 11.0 million gallons per day (mgd) from its secondary
treatment plant which has a design capacity of 12.5 mgd.
This plant treats domestic and industrial wastewater from
the Vallejo area including Mare Island Naval Shipyard. The
treated effluent is discharged into Carquinez Strait, a
water of the State and of the united States, through a deep
water outfall located west of the Carquinez Bridge, about
400 feet offshore of the Solano County shoreline, at a depth
of about 75 feet below mean lower low water (Latitude 38
deg., 03 mi.n , , 53 sec.; Longitude 122 deg.,
13 min., 42 s e cv ) ,

3. The Discharger recently completed construction of new
biological secondary treatment facilities to replace the
previous physical-chemical processes which were incapable of
providing the required secondary level treatment. The new
facilities were placed into operation in March, 1988 and the
treatment plant is currently producing secondary treated
effluent which meets waste discharge requirements.

4. The treatment process presently consists of initial
screening, preaeration, primary sedimentation, biological
treatment using trickling filters and short-term activated
sludge, secondary clarification, chlorination and
dechlorination. Treated effluent is pumped approximately
2.4 miles to the outfall in Carquinez strait. Sludge is
handled by lime stabilization, gravity thickening and vacuum
filtration. Dewatered, stabilized sludge is hauled to an
agricultural site on Tubbs Island in Sonoma county where it
is incorporated into the soil. This land application for
sludge disposal is regulated under a separate Permit.
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